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Qty Description

23 5/4" x 6" x 12'  PT Deck Planks

19 5/4" x 6" x 10'  PT Deck Planks

12 5/4" x 6" x 8'  PT Deck Planks

24 2" x 4" x 12'  PT Studs

6 2" x 4" x 10'  PT Studs

500 2"  Deck Screws

300 3"  Deck Screws

Estimated Parts List

Cross-bracing 

between legs

Disclaimer: No warranty is made or 

implied regarding fitness for use for any 

purpose. No claim of conformance to 

any rule, regulation, law, or religious 

tenet is made. User assumes all risks 

physical, metaphysical, mental, financial, 

and spiritual if these plans or any part of 

them are/is used. In other words, you’re 

on your own.
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Note: These plans can be used either exactly as 

drawn or as a guideline for your particular needs. The 

location where we built our mounting platform had a 

slight slope to it, so the ramp length ended up being 

about six feet shorter than what is shown for when 

level land is available, while retaining the designed 

ramp angle (see photo). Also, Sally decided that she 

wanted the safety rail on the mounting side to only be 

18" high so that a helper can more easily access the 

handicapped rider.

1/4" Gap Between Planks

2x4 safety stop 

screwed to edge

2x4 safety stop left floating to be removed 

while accessing platform, then set in place 

to prevent wheelchair from rolling back 

down ramp
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